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Sparling Irrigation Meters were specifically designed for the
irrigation market to provide accurate and reliable flow

measurement.

Imigation meters are available factory calibrated and ready to
mount to your existing pipe or mounted on plain end steel
tubes.

INSTALLATION —

This meter may be installed at any convenient angle in a full
Alowing suction or discharge line. Avoid a valve, fitting or
obstruction directly upstream from the meter propeller. At
least five diameters of straight pipe upsiream and one
diameter downstream from the meter are recommended.

SPECIFICATIONS—
Operating| 32°F to 100°F |
Storage|[ -40°F to 175°F |
Cast iron {4-12")
Saddle Cast Aluminum (14")
Gear Box Cast brass
Propeller Pclyethylene
Mechanical Parts|| Stainless Steel
Plain end steel tube] 4
Plain end steel tube 6" - 14"
wistraightening vanes
Meterhead only 4 _ 94

wiStainless Steel Straps
Meterhead only

with U-boits s
Meterhead only " "
with anchor bars 10%-12

Dircet Drive | Magnetic | Veriiflo f Fire Hydrant / Waterworks / Homa

hup://www.sparlinginstruments.com/propellers2.htm 3/14/2008
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¥

MODEL M0300 AND M1400
SADDLE METERS FURNISHED
WITH U-BOLTS

L]
Fabricated 304 siainlpes steal saodle with stainless stesd drop pipa &
supptiad with: biaxs bearing housing, takves steal bearings, polypro-
fylene kmpelior, magnetic drive, Instuntansous flow indicstor, straight
reading, xix-cigil tolalizer and &t NGOpMNG gaskel.

M1400

Fabricated epoxy-coated, carbon sleel saddie with stainiess slee] drop
plpa is supplied with: brasa hearing heusing, stalniexs slee) barings.,
pofypmipylana Impeller, magnelic drive, instaniangous fiow indicalor,
straight reading, ahx-Egh tofallzer and Aat neoprene gasket.

U-BOLTS
Nuls, washers and u-befts are supplied.

OPTIONS
Auallahis options ks this malar ans iocated on papes 1-5. For gizes larges
tan thosa shown balow, consult factory for pricing.
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